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Continuous output power,all channels driven at 1kHz into 4ohms. 
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SPECIFICATIONS Accessories 
Amplifier JA300 
Continuous output 

power, all channels 

driven at 1kHz into 

4 ohms, with no 

‘more than 0.3% T.H.D. 35W~*35W 
Input : 

Sensitivity/impedance 
Phono 2.5mV/47 kohms 
Aux/Tuner/Tape 150mV/47 kohms 

Frequency response 20—20,000Hz 
Power consumption 55W 
Dimensions (WxHxD) 420x90x 220mm 
Weight . 4.0kg 
Tuner JT 300 
FM Section 
Frequency range 88—108MHz 
Usable sel 2.0nV (mono) 
Total harmonic distortion 0.2% (mono, at 1kHz) 
Frequency response 30—15,000Hz 


Stereo separation 


40dB (at 1kHz) 


AM Section 
SX 300 Frequency range 530—1,620kHz 
Sensitivity 350nV/m 
3-Way, 3-Speaker System ore 2008 (akomvirn| 
electivity 
20cm woofer, 6.5cm midrange and 5cm Dimensions (WxHxD) 42090 x 220mm 
tweeter for a wide, flat frequency response Weight 4.0kg 
CL Bass reflex design for enhanced bass Cassette Deck RD300 
reproduction Handsome woodgrain vinyl motor DC servo 
cabinet finish. Heads Permalloy (RP); 


APB 400 


Wow & flutter 
Frequency response 


S/N ratio (Dolby on/off) 


Ferrite (erase) 
0.05% WRMS 
Normal tape: 

40—13,000Hz 
CrO2 tape: 

40—16,000Hz 
Metal tape: 
40—17,000Hz 
Normal tape: 
63dB/56dB 
CrOz tape: 64dB/57dB 
Metal tape: 65dB/57dB 


Power consumption T2W 
Dimensions (WxHxD) 420x110 x 220mm 
Weight 4.0k . 
'g 9 High-Output Low-Noise Cassette Tape 
Turntable TP X1 C-90LH, C-60LH 
Motor DC servo 


Drive system 
Wow & flutter 
S/N ratio 
Turntable platter 


Belt 
0.06% WRMS 
60dB 


304mm diameter 


Frequency response 20—20,000Hz 
Power consumption 1.5W 

Dimensions (WxHxD) 420 112x337mm 
Weight 3.0kg 


General 


Power source 


AC: 120/220/240V, 


Chrome-dioxide (CrO2) Cassette Tape 
C-90CR C-60CR 


50/60Hz 
Audio Component Rack Speakers anne 
Handsome cabinet allowing neat storage of RS, inauteower aah Ssheaker 
the System 300 components LJ Turntable Ll eaes 8 phi ks 

: requency response — 20, Zz 
compartment complete with glass door Crossover frequency 7,000Hz Metal Cassette Tape C-60ME, C-46ME 
C1) Adjustable shelves for amp, tuner and Speakers 
deck 0) Tempered glass door can swing eel Bee enedee 
open from either the right or left side TWEE Eo eae 
C1 Castors provided for greater mobility Dimensions (WxHxD) 300x710 x 218mm 
C1 Handsome simulated woodgrain finish. Weight teks 


*Specifications subject to change without notice. 


AOHNA: SANYO HELLAS A.E.B.E. 
KHOIZIAZ 43 MAPOY2I THA. 68.33.960 
MEFAPO SANYO - ANETO MAPKINIK 
SERVICE: AXAPNQN 376 & KABA®DH 
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OEZ/NIKH: BEAZAN A.E. 
TZIMIZKH & ZAAAMINOZ 5 - THA: 535563 
SERVICE: AO=H2 5 - THA: 512908 
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